vonnis

RECHTBANK DEN HAAG

Team handel

zaaknummer / rolnummer: C/09/588288 / HA ZA 20-162
Vonnis van 9 december 2020
in de zaak van

1. de rechtspersoon naar vreemd recht
TINNUS ENTERPRISES LLC,

te Texas, Verenigde Staten van Amerika,
eiseres in conventie,

verweerster in reconventie,

2. de rechtspersoon naar vreemd recht
ZURUINC,

te Kowloon, Hong Kong,

eiseres in conventie,

verweerster in reconventie,

verweerster in het incident tot zekerheidstelling,
advocaat mr. T. Douma te Amsterdam,

tegen

KOOPMAN INTERNATIONAL B.V.,

te Amsterdam,

gedaagde in conventie,

eiseres in reconventie,

eiseres in het incident tot zekerheidstelling,

advocaat mr. B.J. Berghuis van Woortman te Amsterdam.

Partijen zullen hierna Tinnus c.s. en Koopman worden genoemd. Eiseressen zullen
afzonderlijk Tinnus en Zuru worden genoemd.

1. De procedure

1.1. Het verloop van de procedure blijkt uit:

- de beschikking van de voorzieningenrechter van deze rechtbank van 23 december 2019
waarbij verlof is verleend om te dagvaarden volgens de regeling voor de versnelde
bodemprocedure in octrooizaken

- de dagvaarding van 6 januari 2020

- de akte overlegging producties van 12 februari 2020 met producties (EP) 1 tot en met 12

- de conclusie van antwoord in conventie en eis in reconventie, tevens incidentele conclusie
tot zekerheidstelling van 22 april 2020 met producties (GP) 1 tot en met 46

- de conclusie van antwoord in het incident tot zekerheidstelling
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- de rolbeslissing dat op de incidentele vordering zal worden beslist gelijktijdig met de
beslissing in de hoofdzaak

- de conclusie van antwoord in reconventie met producties (EP) 13 tot en met 26

- de akte overlegging nadere producties van Tinnus c.s. met producties (EP) 27 tot en met 31
- de akte overlegging nadere producties van Koopman met producties (GP) 47 tot en met 54
- de akte reactieve producties tevens houdende bezwaar producties GP48 tot en met GP54
van Tinnus c.s., met producties (EP) 32 tot en met 37

- de akte reactieve producties van Koopman met productie (GP) 55

- het e-mail bericht van de rechtbank aan partijen van 28 augustus 2020, met de mededeling
dat het pleidooi in deze zaak op alternatieve wijze zal plaatsvinden, door middel van het
indienen van schriftelijke pleitnota’s en het houden van een video-zitting

- de door beide partijen op 11 september 2020 per e-mail en naderhand schriftelijk
toegezonden proceskostenoverzichten

- de door beide partijen op 22 september 2020 overgelegde aanvullende proceskosten-
overzichten

- de e-mail van de griffier van de rechtbank van 22 september 2020 aan partijen met de
beslissing van de rechtbank op het bezwaar van Tinnus c.s. tegen producties GP47 tot en
met GP54, inhoudende dat de producties niet worden geweigerd omdat die zijn aan te
merken als reactieve producties

- de op 23 september 2020 aan de griffie toegezonden schriftelijke pleitnota’s van beide
partijjen.

1.2 Op 25 september 2020 heeft een video-zitting plaatsgevonden, waarbij partijen
vragen van de rechtbank hebben beantwoord en mondeling re- en dupliek hebben genomen.

1.3. Ten slotte is vonnis bepaald.
2. De feiten
2.1. Tinnus is een Amerikaanse onderneming, opgericht door Joshua Malone en onder

andere gespecialiseerd in product- en systeemontwikkeling. Tinnus is houder van het octrooi
EP 3 005 948 B1 (hierna: EP 948 of het octrooi) en heeft een licentie verstrekt aan Zuru
voor de toepassing van EP 948 voor een speelgoedproduct waarmee waterballonnen gevuld
kunnen worden, met de merknaam ‘Bunch O’ Balloons’ (het product wordt hierna
aangeduid als Bunch O’ Balloons-product of Bunch O” Balloons).

2.2. EP 948, getiteld ‘ Apparatus, system and method for filling containers with fluids’,
is verleend op 17 oktober 2018 op een aanvraag van 10 maart 2015. EP 948 roept de
prioriteit in van US 201461937083 P met prioriteitsdatum 7 februari 2014 (hierna: US 083),
US 201461942193 P met prioriteitsdatum 20 februari 2014 (hierna: US 193) en US
201414492487 met prioriteitsdatum 22 september 2014. EP 948 is gedesigneerd voor een
groot aantal Europese landen, waaronder Nederland (het Nederlandse deel wordt hierna ook
aangeduid met EP 948 (NL)).

23. De conclusies van EP 948 luiden in de authentieke Engelse taal als volgt:



C/09/588288 / HA ZA 20-162 3
9 december 2020

1. An apparatus comprising:

a housing (12) comprising an opening at a first end (A) and a plurality of holes (26) at a second
end (B); and

a plurality of hollow tubes (16), wherein each hollow tube (16) is attached to a respective hole of

said plurality of holes (26),

wherein all of the hollow tubes of the apparatus extend from said housing to respective tube ends

at where the tube ends present a plurality of adjacent inflatable containers (18),

wherein each tube end is removably joined to a respective one of said inflatable containers in a

sealed manner by an elastic ring (20) disposed around a neck of the inflatable container,
and wherein the tubes facilitate the simultaneous filling of the inflatable containers with a liquid,

said elastic rings being configured to each slide with the corresponding inflatable container when
each inflatable container is detached from the corresponding hollow tube and, upon removal of
the inflatable container from the corresponding tube, to constrict the neck of the inflatable

container, sealing it with the liquid inside.

2. The apparatus of claim 1 wherein the outermost perimeter of the first end (A) of the housing

(12) is smaller in length the outermost perimeter of the second end (B) of the housing (12).

3. The apparatus of claim 2 wherein the first end (A) of the housing (12) has an opening and a

threaded inner surface (22) at the opening.

4. The apparatus of any one of claims 1 to 3, wherein each inflatable container (18) comprises an

expandable balloon portion.

5. The apparatus of any one of claims 1 to 4, wherein the elastic ring (20) is disposed outwardly
from the inflatable container (18) and clamps an inner surface of the inflatable container against

an outer surface of the respective one of the plurality of hollow tubes (16).
6. The apparatus of any one of claims 1 to 5, wherein the hollow tubes (16) are flexible.

7. The apparatus of any one of claims 1 to 6, wherein the elastic rings (20) are configured to
permit the inflatable containers (18) to be removed from the tubes (16) by falling off, or by

manually shaking them off, when the containers (18) have reached the desired size.
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8. The apparatus of claim 7, wherein the elastic rings (20) are configured to permit removal and

sealing of the containers (18) substantially simultaneously.

9. The apparatus of claim 1, wherein each hole of the plurality of holes (26) at the second end
(B) of the housing extends through an outer surface of the housing, the outer surface at the
second end of the housing being located at an opposed end of the housing from the opening at
the first end (A) of the housing (12).

10. A method of filling a plurality of inflatable containers simultaneously with a liquid,

comprising;:

attaching a housing (12) to a liquid source, wherein the housing comprises a liquid inlet and a
plurality of holes (26) separated from the liquid inlet, and further comprises a plurality of hollow
tubes (16) each hollow tube (16) being attached to a respective hole of the plurality of holes (26),
all of the hollow tubes (16) extending from said housing (12), in a juxtaposed manner, to
respective distal tube ends, each tube end providing a liquid outlet opening that is in liquid
connection with the liquid inlet, said tube ends presenting a plurality of juxtaposed inflatable
containers (18), each container being removably attached to a respective tube end of the plurality
of hollow tubes and about the liquid outlet of its respective hollow tube end, wherein an elastic
ring (20) clamps a neck of each inflatable container in a sealed manner to a corresponding one of

the hollow tubes;
supplying a liquid from the liquid source to the housing via the liquid inlet,
substantially simultaneously filling the plurality of inflatable containers with the liquid,

11. The method of claim 10, wherein the detaching comprises shaking the housing (12) until the
plurality of inflatable containers (18) slip down the hollow tubes (16).

24. De — onbestreden — Nederlandse vertaling van de conclusies van EP 948 luidt als
volgt:

1. Apparaat, omvattende:

een behuizing (12) omvattende een opening aan een eerste kant (A) en een meervoudig
aantal gaten (26) aan een tweede kant (B); en

een meervoudig aantal holle buizen (16), waarbij elke holle buis (16) is bevestigd aan een
respectief gat van het genoemde meervoudig aantal gaten (26), waarbij alle van de holle
buizen van het apparaat zich uitstrekken van de genoemde gemeenschappelijke behuizing
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naar respectieve buiseindes waaraan de buiseindes een meervoudig aantal nabijgelegen
opblaasbare containers (18) presenteren,

waarbij elk buiseinde op een afdichtende wijze verwijderbaar aangesloten is op een
respectief exemplaar van de genoemde opblaasbare containers door een om een hals van de
opblaasbare container geplaatste elastische ring (20), :

en waarbij de buizen het gelijktijdig met een vloeistof vullen van de opblaasbare containers
faciliteren,

waarbij de elastische ringen zijn geconfigureerd om elk met de corresponderende
opblaasbare container mee te schuiven wanneer elke opblaasbare container van de
corresponderende holle buis wordt losgemaakt en om, bij verwijdering van de opblaasbare
container van de corresponderende buis, de hals van de opblaasbare container te vernauwen,
het daarbij afdichtend met de vloeistof binnenin.

2. Apparaat volgens conclusie 1, waarbij de buitenste omtrek van de eerste kant (A) van de
behuizing (12) in lengte kleiner is dan de buitenste omtrek van de tweede kant (B) van de
behuizing (12).

3. Apparaat volgens conclusie 2, waarbij de eerste kant (A) van de behuizing (12) een
opening heeft en bij de opening een van schroefdraad voorzien binnenoppervlak (22).

4. Apparaat volgens één van de conclusies 1 tot en met 3, waarbij elke opblaasbare
container (18) een uitzetbaar ballongedeelte omvat.

5. Apparaat volgens één van de conclusies 1 tot en met 4, waarbij de elastische ring (20) ten
opzichte van de opblaasbare container (18) naar buiten is geplaatst en een binnenoppervlak
van de opblaasbare container tegen een buitenoppervlak van het respectieve exemplaar van
het meervoudig aantal holle buizen (16) klemt.

6. Apparaat volgens één van de conclusies 1 tot en met 5, waarbij de holle buizen (16)
flexibel zijn.

7. Apparaat volgens één van de conclusies 1 tot en met 6, waarbij de elastische ringen (20)
zijn geconfigureerd om de opblaasbare containers (18) toe te staan om verwijderd te worden
van de buizen (16) door er af te vallen, of door hen handmatig er af te schudden, wanneer de
containers (18) de gewenste grootte hebben bereikt.

8. Apparaat volgens conclusie 7, waarbij de elastische ringen (20) zijn geconfigureerd om
verwijdering en afdichting van de containers (18) in hoofdzaak gelijktijdig toe te staan.

9. Apparaat volgens conclusie 1, waarbij elk gat van het meervoudig aantal gaten (26) aan
de tweede kant (B) van de behuizing zich uitstrekt door een buitenoppervlak van de
behuizing, waarbij het buitenoppervlak aan de tweede kant van de behuizing is geplaatst aan
een kant van de behuizing die tegenoverliggend is aan de opening aan de eerste kant (A) van
de behuizing (12).
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10. Werkwijze voor het een meervoudig aantal opblaasbare containers gelijktijdig vullen
met een vioeistof, omvattende:

het bevestigen van een behuizing (12) aan een vloeistofbron, waarbij de behuizing een
vloeistofinlaat en een meervoudig aantal van de vloeistofinlaat afgezonderde gaten (26)
omvat, en verder een meervoudig aantal holle buizen (16) omvat, waarbij elke holle buis
(16) is bevestigd aan een respectief gat van het meervoudig aantal gaten (26), waarbij alle
van de holle buizen (16) zich, op een dicht bij elkaar gezette manier, uitstrekken van de
genoemde gemeenschappelijke behuizing (12) naar respectieve distale buiseindes, waarbij
elk buiseinde een vloeistofuitlaat-opening verschaft die in vloeistofverbinding staat met de
vloeistofinlaat, waarbij de genoemde buiseindes een meervoudig aantal dicht bij elkaar
gezette opblaasbare containers (18) presenteren, waarbij elke container verwijderbaar
bevestigd is aan een respectief buiseinde van het meervoudig aantal holle buizen en om de
vloeistofuitlaat van zijn respectieve holle buiseinde, waarbij een elastische ring (20) een hals
van elke opblaasbare container op een afdichtende wijze aan een corresponderend
exemplaar van de holle buizen klemt; het toevoeren van een vloeistof van de vloeistofbron
naar de behuizing via de vloeistofinlaat, het in hoofdzaak gelijktijdig vullen van het
meervoudig aantal opblaasbare containers met de vloeistof, en het losmaken van het
meervoudig aantal opblaasbare containers van het meervoudig aantal holle buizen, waarbij,
wanneer elke opblaasbare container wordt losgemaakt van de corresponderende holle buis,
de elastische ringen meeschuiven met hun respectieve opblaasbare container en, bij
verwijdering van de opblaasbare containers van hun respectieve buis, hun respectieve
opblaasbare container met de vloeistof binnenin afdichten door de hals van hun respectieve
opblaasbare container te vernauwen.

11. Werkwijze volgens conclusie 10, waarbij het losmaken omvat: het de behuizing (12)
schudden totdat het meervoudig aantal opblaasbare containers (18) van de holle buizen (16)
afschuift.

25. De Engelse beschrijving van EP 948 bevat onder meer de volgende passages:

TECHNICAL FIELD

[0001] The present disclosure relates generally to fluid inflatable systems and more
particularly, to an apparatus, system and method for filling containers with fluids.

BACKGROUND

[0002] Inflatable containers such as balloons can be filled with a variety of fluids, such
as air, helium, water, medicines, etc. In some cases, it may be desirable for a lot of
inflatable containers to be filled with fluids. For example, festive balloons used as props
in conventions, large parties, etc. may number in the hundreds and may require
substantial human effort to fill them all in a timely manner. In another example, water
balloons used as kids' toys may need to be filled in large numbers to aid in various
games. Various methods may be employed to fill such inflatable containers. For
example, an individual may sequentially blow up and tie each balloon by hand or use a
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tank of compressed air or helium to inflate the balloon, which then has to be tied. This
sequential filling is time consuming. In another example, an individual may fill water
balloons with water by hand one at a time, and then tie the balloons, which can all be
quite time-consuming. Moreover, the inflatable containers may be damaged or filled to
different volumes.

[0003] US20080121309 discloses a balloon filling system for simultaneously filling a
plurality of balloons. in US 20130118640 A1 a tie-less water balloon assembly is
described, where the balloon includes an inner membrane for creating a one-way water
flow channel. The channel includes a seal and closure member.

[0004] A method for inflating a balloon is found in FR 2911512 A1, where the method
involves inserting all but the mouth portion of a balloon through the inside of an inflation
lumen, folding the mouth of the balloon back over the outside of the inflation lumen,
positioning an elastically deformable means over the folded back portion, then inflating
and removing the balloon from the inflation lumen.

[0005] US patent 6,488,557 can be characterised as relating to a balloon inflation
station having a needle able to be actuated to move through a resilient plug associated
with the inflation station, in order to provide a pressurised gas to a balloon engaged with
the resilient plug.

[0006] In US 20130226219 A1 an intragastric device and device for inflating and
methods of fabricating, deploying, inflating, monitoring and retrieving the intragastric
device are provided. The intragastric device comprises a balloon which is inflated by a
catheter after the balloon is swallowed by a patient.

[0007] It is therefore an object of the preéent invention to provide an apparatus, system
and method for filling containers with fluids that addresses at least some of the above
mentioned disadvantages and/or that will at least provide the public with a useful
choice.

BRIEF DESCRIPTION OF THE INVENTION

[0008] Accordingly in a first aspect the present invention, there is provided an
apparatus according to claim 1.

[0009] Preferably the apparatus is configured to fill the containers substantially
simultaneously with a fluid.
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[0010] Preferably the first end of the housing has an outermost perimeter that is smaller
in length than an outermost perimeter of the second end.

[0011] Preferably the opening at the first end of the housing has a threaded inner
surface. ;

[0012] Preferably each container comprises an expandable balloon portion.

[0013] Preferably each container comprises a rigid portion and a flexible portion, the
flexible portion disposed between the elastic fastener and the end of a respective one of
the plurality of tubes.

[0014] Preferably each container comprises a volumetric measurement marking
providing a visual reference for filling the container to a desired volume.

[0015] Preferably the elastic fastener is disposed outwardly from the container and
clamps an inner surface of the container against an outer surface of the respective one
of the plurality of tubes.

[0016] Preferably the fluid comprises one or more of water, air, and helium.

[0017] Preferably each elastic fastener comprises an o-ring configured to automatically
seal the container in response to a force applied to the container in a direction away
from the housing.

...)
DETAILED DESCRIPTION OF THE INVENTION

[0097] In a broad sense the present invention includes or utilizes an apparatus that
includes a housing (e.g., casing, manifold, covering, etc. that includes a cavity inside)
with a first opening at a first region and a plurality of openings at a second region. A
plurality of hollow tubes extend from the plurality of openings to a plurality of containers
(e.g., receptacles, vessels, ampules, test-tubes, balloons, etc.). The tubes may be
integrally formed with the housing or separately assembled therewith. The containers
are removably attached to the hollow tubes. A plurality of elastic fasteners are utilized
Each elastic fastener clamps a container to a corresponding hollow tube, such that
when the containers are filled with fluid and detached from the corresponding hollow
tubes, each elastic fastener seals each container to help retain the fluid inside the
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container. The fasteners may be integrally formed with the container or separately
associated therewith.

..

[0101] As used herein, the term "housing" encompasses a hollow space or chamber
enclosed by a rigid or semi-rigid casing (e.g., covering, skin, sleeve, sheath, etc.). A
manifold arrangement is provide[d] by the housing. In some embodiments, end A may
include a threaded opening configured to mate with corresponding threads on hose 14.
In some embodiments, end A may be smaller in circumference or area than end B.
Hose 14 may be connected to a fluid source, such as a water tank, gas tank, water
supply line, etc. on end A. End B may include a plurality of openings such as holes
(preferably configured in an array), configured to fit tubes 16. In some embodiments,
tubes 16 may be integrally formed with the housing or are permanently attached (e.g.,
welded, brazed, stuck with adhesives, press-fitted, etc.) to housing 12. In other
embodiments, tubes 16 may be removably attached (e.g., with threads, pressure, etc.)
to housing 12.

(..)

[0108] When the fluid source is turned on, fluid may flow through housing 12, tubes 16
and fill containers 18. In some embodiments, when housing 12 is connected to a stream
of liquid, containers 18 may be filled with the liquid. In some embodiments, the fluid may
be supplied at high pressure. Virtually any mechanism that facilitates fluid flow through
tubes 16 at sufficient pressure to fill containers 18 may be used within the broad scope
of the embodiments. After containers 18 have reached a desired size or volume, they
may be detached from tubes 16. In one example embodiment, filled containers 18 may
be detached by pulling them away from tubes 16.

.)

[0111] The end of the hollow tubes may include a flared outer lip or gradual taper
increasing towards the end, that may present a hurdle for the elastic valve when sliding
off the tube. An increased force may be applied to the container to overcome this hurdie
prior to release from the tube. This may be desirable in order to prevent accidental or
premature removal. However selection of an appropriate materials and their co-efficient
of friction for the tubes and containers and an appropriately elastic valve, accidental or
premature release may also be avoided.
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[0112] In some embodiments, hollow tubes 16 may be made of a rigid material (e.g.,
steel, glass); in other embodiments, tubes 16 may be made of a flexible material (e.g.,
thin plastic). In some embodiments, tubes 16 may be thick, short and rigid; in other
embodiments, tubes 16 may be slender, long and flexible. Thus, hollow tubes 16 may
be flexible, semi-rigid, or rigid, based on its material of construction, design, or a
combination thereof. Note that tubes 16 may be of different lengths, for example, to
prevent crowding and to accommodate a larger number of containers 18 than would be
possible if tubes 16 were of the same length. Thus, at least some of hollow tubes 16
may be of different lengths than the others.

[0113] Also, tubes 16 may be flexible to enable containers 18 to expand. Thus, as
containers 18 fill with fluid and expand, they may push against each other, flexing tubes
16. The outermost tubes 16 may be flexed more than the innermost tubes 16 (outer and
inner being in reference to a center-point of housing 12, with the inner tubes 16 being
closer to the center-point, and the outer tubes 16 being farther from the center-point).

[0114] Turning to FIGURE 2, FIGURE 2 is a simplified cross-sectional view of a portion
of an embodiment of system 10. Housing 12 comprises a threaded opening 22 at end
A, an internal cavity 24, and an array of holes 26 at end B. Internal cavity 24 facilitates
distributing the fluid entering at threaded opening 22 to array of holes 26 at end B. In
some embodiments, threaded opening 22 may be configured for attaching to a fiuid
supply hose 14 (e.g., garden hose, plastic tube, etc.). In other embodiments, threaded
opening 22 may be attached to corresponding threads in a valve. Array of holes 26 may
be configured for connecting first ends 28 of tubes 16 by any suitable means. In some
embodiments, first ends 28 of tubes 16 may be connected to corresponding holes 26 by
compressing or gluing. In some embodiments, a number of holes 26 in housing 12 and
a number of tubes 16 can correspond to a number of containers 18 that are desired to
be filled and sealed substantially simultaneously.

..)

[0125] In addition, the shapes shown and illustrated in the various FIGURES are for
example purposes only. Various other shapes may be used herein without changing the
scope of the present disclosure. For example, housing 12 may be conical, cylindrical,
pyramidal, etc., without departing from the broad scope of the embodiments. Likewise,
tubes 16 may be rigid, or flexible 18 without departing from the scope of the broad
embodiments.
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2.6. EP 948 bevat de volgende figuren:

F1G. 2

11
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Figure 9C

Koopman en de door haar ingekochte waterballonvullers
2.7. Koopman is een in Nederland gevestigd internationaal handelsbedrijf, dat zich
toelegt op de import en export van non-food consumentenartikelen waaronder speelgoed.

2.8. Op 17 februari 2017 heeft Zuru aan een (beoogd) afnemer van waterballonvullers
van Koopman, Action Service & Distributie B.V. (hierna: Action) een sommatiebrief
gestuurd, waarin zij schrijft:
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“We have become aware of your intention to sell a rapid-fill water balloon product, to be
offered for sale as a lower cost version of the genuine Bunch O Balloons product (herein
referred to as “the Imitation Product”). We are concerned that this may infringe upon the
IP rights associated with Bunch O Balloons as we have a broad portfolio of registered
rights which are effective in the Netherlands and many other European countries.

ZURU invests significantly in developing innovative and highly successful product lines,
and as a fundamental business principle we must take a hard line on IP infringement to
protect our innovations. Please work with us now to resolve the present situation, and be
aware that if a resolution cannot be found we will be poised to take action as soon as the
Imitation Product hits the market. Our requests to speed this matter toward a resolution are
set out at the end of this letter.

Relevant IP Rights

Bunch O Balloons is protected in Europe, and in particular in the Netherlands, by IP rights
including but not limited to the following:

- European Community Design Registration numbers 001431829-0001 to 001431829-0010
- Pending European patent application number 15158482.8

- Copyright (to the extent available under local law) and

- European Community Trademark Registration numbers 013713938 and 014018303

..

I have attached copies of the design registrations and European patent specification. Where
IP rights are held by Tinnus Enterprises LLC please be advised that ZURU is the exclusive
licensee and authorised to defend and enforce these rights.”

Zuru heeft Action in deze brief gevraagd een onthoudingsverklaring te tekenen met
betrekking tot het door haar bedoelde ‘Imitation Product’.

2.9. Op 23 en 27 maart 2017 is de hieronder weergegeven e-mailcorrespondentie
gevoerd tussen vertegenwoordigers van Zuru en Koopman.
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Zuru:

Hi Michiel,

Nice to meet you over email. | wanted to reach out in regards to your intended sale of what we believe is
infringing Bunch O Balloons product. | wanted to let you know that we will fight you every single inch of the way.
To put it in perspective Bunch o Balloons is a 160 Million Wholesale cost brand for us. { almost half a billion at
retail )

Last year alone | think we spend in the range of 6 Million USD protecting our IP. We will have ZERO hesitation to
fight you for years and years to come. I can assure you your ¢osts are going to be far more than you make from
dealing on this item. 1 just wanted you to be aware of what you are going into. You can quite easily look up our
lawsuits on this matter and get a quick understanding we will not stop. We will note settle ( as in our other cases
despite them all trying to settle with us)

So once you go into this | want to let you know there will be no backing out.

| have Zero tolerance for this type of action, and will absolutely fight for every inch, | don;t care how long it takes
or how much it costs.

I think it is Important you understand this.

Thanks.

Koopman:

Dear Nick,
Thanks for your message. Koopman International always respects the legitimate rights of third parties.

We cannot help but notice that Zuru did not yet respond substantively to our letter of March 14 (sent by
our attorney Gert-Jan van den Bergh / Bergh Stoop & Sanders on behaif of both Koopman international
and its potential customers).

We look forward to receiving a meaningful response at your convenience anyhow.

Kind regards,
Michiel Tolenaars

Zuru:

H! Michiel,
| have copled ourin-house counsel on this email. They will reply.

{ just want you to have a clear understanding that as much as one piece hits the market we will put absolutely
every thing into legal action, no exceptions. Again | stress you look up our legal cases on this matter. I'm very sure
the companies that decided it was a good idea are now thinking completely the opposite.

| am going to re-iterate it again — check our Lawsuits- check our history, and then make your decision on whether
you want to go into this. you are only going to loose a lot of money.

Thanks.

2.10.  Op 7 april 2017 heeft de douane in Rotterdam op verzoek van Zuru een uit China
afkomstige container, bestemd voor Koopman, vastgehouden met 99.731 stuks
waterballonvullers. De vasthouding was gebaseerd op een verzoek van Zuru op grond van
de Antipiraterij Verordening en aan Zuru in licentie gegeven Gemeenschapsmodelrechten
van Tinnus.
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2.11.  De in beslag genomen waterballonvullers hebben het hierna weergegeven uiterlijk
(hierna ook: het Koopman Product):
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2.12.  Op 6 mei 2017 is op de website van het online magazine voor de speelgoedbranche
toynews-online.biz het volgende artikel gepubliceerd:

TRENDING Lego | inventors

[., i Zuru stops one million units of ~ NeECEEE.

' knock-off Bunch O Balloons o {hisiis
entering European market [Fougwos =
CTE )
| v

16 : ; erFecrwor

| 0

youngenrdbunchi]
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' The product was imported by Koopman International Limited
and s detained under Dutch anti-piracy laws on the basis that
itis alleged to infringe upon Zuru's IP protection of its BunchO
Balioons brand.

Zuiuhas stopped or e million units of knod:-off Buncl: O Ballaons procucts
entesing the market, blacking its entry atthe Rotterdamportin the Nethatlaneis

The product wasimported by Koopman International Limiteu andis detained
under Dutch anti-piracy laws on the basis thatitis alleger! to infringe Lpon Zuru's
1P protection of ks Bunch O Balloonsbrard. 3

The Kaopmanproducthasbeendescribed asan initation of Zuru's suecessfid
product range, which won the 2016 Nuremberg Toy Award in the School Kias
category orid haserjoyed phenomenal cormer cial successin the Netherlardsand
other European countries

Zuruis stalwartin lts effor ts tokeep counter feited product out u(.huope. inchuding
monitoring and stopping counterfeitsat the hos det and aggressize enforcement of
itsintellectual proper ty rights troughihe Courts.

1ACS suru, courterfait tovs, bunch o baticens

: Fakingit:How to tackiathe
Industy's take goads

Schicith cedebrates record-
Senioich(@®) breskinggrowth :

Acckit readies first ever
Kickstarter campaign

&N G..JosaeatorStantey !
BRI Westondles ot 84 {

US$:LEGO announce World
of Creativity tour :

2.13.  Op 15 mei 2017 is door het online vakblad Speelgoed en Hobby het volgende

artikel gepubliceerd:

Splash-Toys/Zuru voorkomt import imitatie Bunch O

Balloons

5 o SORT

2ury en haar distributeir Splash-Toys hebben voorkomen

dat één miiven geimiteerde sets van haar product Bunch 0 L. 00

Bafloons op de Europese markt zouden kamern. iugg]'l?:%’r?r ,.

AGFTITTRE

De imitatie werd geimposteerd door Keopman international |
Limited en werd enderschept in de Rotterdamse haven. Het
eigendomsrecht van het merk Bunch O Balloons berust bij
Zuru.

Lees meer nieuws [/pages/SNieuws.html}

2.14.  Injuni 2017 heeft Zuru het hieronder weergegeven persbericht gei:ubliceerd. Dit

persbericht is overgenomen door Toy News.
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